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A torque-driven, subject-specific 3-D computer simulation model of the impact phase of one-handed tennis 
backhand strokes was evaluated by comparing performance and simulation results. Backhand strokes of an 
elite subject were recorded on an artificial tennis court. Over the 50-ms period after impact, good agreement 
was found with an overall RMS difference of 3.3° between matching simulation and performance in terms of 
joint and racket angles. Consistent with previous experimental research, the evaluation process showed that 
grip tightness and ball impact location are important factors that affect postimpact racket and arm kinematics. 
Associated with these factors, the model can be used for a better understanding of the eccentric contraction of 
the wrist extensors during one-handed backhand ground strokes, a hypothesized mechanism of tennis elbow.
Keywords: off-center impacts, racket and arm kinematics, arm-racket system
Computer simulation models, representing the whole 
or a part of the body in specific movements in sports, can 
be used to help understand the causes of injuries and to 
search for optimum technique or optimum equipment 
parameters to enhance performance (Yeadon et al., 1990; 
King et al., 2006; Neptune et al., 2009). In tennis, com-
puter simulation has been used to investigate the effects 
of racket inertia on elbow loading and racket behavior 
for center and off-center ball impacts during a forehand 
stroke (Nesbit et al., 2006). In addition, a one-handed 
backhand computer simulation model has been used to 
compare the effects of impact location, stringbed ten-
sion, racket frame inertia, and stiffness on elbow loading 
(Glynn et al., 2007).
One particular issue affecting nearly half of all 
tennis players is elbow pain (Carroll, 1981), with the 
most common injury being lateral epicondylitis, or tennis 
elbow (Giangarra et al., 1993; Kelley et al., 1994), which 
occurs in the wrist extensor muscle tendons where they 
attach to the lateral epicondyle of the humerus. It is likely 
that eccentric contraction of the wrist extensor muscles 
during the one-handed backhand ground stroke is a key 
injury mechanism for tennis elbow (Blackwell & Cole, 
1994; Knudson, 2004) with increased extensor activity 
found during ball–racket impact for players with tennis 
elbow (Kelley et al., 1994; Bauer & Murray, 1999). Fur-
thermore, novice tennis players incur a greater incidence 
of tennis elbow and generally tend to execute the one-
handed backhand ground stroke with a flexed wrist and a 
wrist flexion angular velocity at the instant of ball–racket 
impact (Blackwell & Cole, 1994; Riek et al., 1999).
Ball impact location and grip tightness also influence 
the amount of eccentric contraction of the wrist extensors 
and by association tennis elbow, with the hand tending 
to rotate with the racket around the wrist for off-center 
impacts (Roetert et al., 1995; Knudson & Blackwell, 
1997). For off-center impacts, higher levels of elbow 
loading for backhand strokes have been found when 
compared with center impacts (Hennig et al., 1992). In 
addition, Knudson (1991) showed that the postimpact 
loading on the hand for forehand strokes was highly 
influenced by the ball impact location. For grip tightness, 
(Hatze, 1976) reported that a reduction of 10–15% in the 
magnitude of the vibrations measured on the racket frame 
with a loose grip compared with a tight grip. Furthermore, 
it has been recognized that a rigid connection between 
the hand and racket is not consistent with experimental 
findings (Brody, 1989; Hatze, 1992; Kawazoe, 1997; 
Knudson, 1997; Hennig, 2007).
There are clearly a number of factors that influence 
the amount of eccentric contraction of the wrist exten-
sors, but experimentally it is difficult to control each 
factor and measure directly the level of eccentric contrac-
tions during tennis strokes. Computer simulation offers 
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an alternative approach, giving complete control and 
allowing individual factors to be investigated, although 
for a computer simulation to be useful it is vital that 
the model is evaluated by comparing simulations with 
performances; otherwise, the results obtained might be 
misleading (Yeadon & Challis, 1994). For a simulation 
model of one-handed tennis backhand strokes, both 
center/off-center ball impacts and gripping the racket 
should be considered within the evaluation process, as 
these are key factors in determining the racket and arm 
motion during and after ball impact.
The purpose of this study was to develop and evaluate 
a subject-specific, torque-driven 3-D computer simula-
tion model capable of simulating ball impacts at a range 
of locations on the stringbed with a view to investigating 
under what conditions there are higher levels of eccentric 
contraction of the wrist extensors during one-handed tennis 
backhand ground strokes and potentially tennis elbow.
Methods
A nine-segment simulation model was built using MSC.
ADAMS (MSC.Software Corp., California, USA) and 
consisted of a torso, humerus, ulna, radius, hand, racket 
handle, and racket head, along with two additional ele-
ments representing upper-arm and forearm wobbling 
masses (Figure 1). The upper-arm and forearm wobbling 
masses were connected to the proximal and distal ends of 
the bone segments with nonlinear spring-damper systems,
F kx cx= − −3 
where k and c are stiffness and damping coefficient, 
respectively, and x equals the distance between wobbling 
mass and bone (Pain & Challis, 2001). Nine point masses 
were used to represent the stringbed and the ball was 
modeled as a rigid sphere that could contact the racket 
at any of the nine point mass locations (Figure 1). The 
impact of ball and racket was modeled as a normal impact 
force and a frictional force perpendicular and tangential 
to the racket head plane, respectively (Glynn et al., 2007).
The kinematic chain from torso to racket head had 12 
rotational degrees of freedom: three at the shoulder, two 
at the elbow (flexion / extension and pronation / supina-
tion), two at the wrist (flexion / extension and radial / 
ulnar deviation), three at the grip, and two between the 
racket handle and racket head. In addition, the translation 
and orientation of the torso were input to the model from 
performance data collected (see below). The joints in the 
arm were formed by coincident sequential revolute joints 
allowing rotations in the sagittal, frontal, and transverse 
planes, respectively. To achieve realistic pronation/supi-
nation movement of the forearm, the rotation axis normal 
to the transverse plane at the elbow joint was tilted to 
pass through the center of the radial head and the center 
of the distal end of the ulna (Morrey & Chao, 1976). A 
ball and socket joint was used to connect the hand and 
the racket. Seven pairs of torque generators (flexor and 
extensor) were used to control the joint angle changes 
in the model: three pairs at the shoulder, two pairs at the 
elbow, and two pairs at the wrist. In addition, three pairs of 
equal and opposite torques located between the hand and 
the racket were used to represent the variation in gripping 
torque throughout the stroke around the principal axes of 
the tennis racket. The gripping torque before impact was 
represented as a function of time. During and after the 
impact, three torsional springs around the three principal 
axes of the racket were used to represent the resistance of 
the racket motion within the hand. Simulations started at 
the beginning of the racket’s forward motion at the start 
of tennis stroke and ended 50 ms after ball–racket impact 
when the effects of the impact on the wrist and elbow 
kinematics have returned to their preimpact magnitudes 
(Glynn et al., 2007).
The simulation model was customized to simulate 
one-handed tennis backhand strokes performed by a 
22-year-old male elite tennis player (ranked in U.K. 
top 20), who gave informed consent for the procedures 
during data collection sessions as approved by the Lough-
borough University Ethical Advisory Committee. New 
Pro Penn Titanium tennis balls were fired from a Bola 
ball cannon at 30 ± 1 m/s and after a warm-up period, 
the subject was asked to perform one-handed topspin 
backhand strokes. The performances were recorded by a 
Vicon 624 System (OMG plc, Oxford, U,K.) with 12 M2 
strobe cameras operating at 250 Hz. Thirty-three 25-mm 
retro-reflective markers were attached to the subject’s 
body (standard marker set) and six markers were attached 
to the tennis racket (Figure 2). Two genlocked Phantom 
Figure 1 — Computer simulation model of one-handed tennis 
backhand strokes including the tennis ball.
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V4.1 high-speed digital cameras operating at 2500 Hz 
and located behind and to the side of the subject were 
synchronized with the Vicon system and were used to 
measure the ball velocity at impact, impact location, 
impact time, and ball contact period.
Two typical backhand strokes, one with the tennis 
ball contacting the center of the stringbed and the other 
with the ball contacting off-center (below the longitu-
dinal axis of the racket near the tip of the racket) were 
selected. Since the center impact and off-center impact 
strokes were collected in the same data collection ses-
sion with the subject trying to perform the same stroke, 
the expectation was that the changes in the motion of the 
racket and arm during the 50-ms period impact onward 
would be primarily due to the difference in ball impact 
location rather than differences in technique, as there 
is insufficient time to react to an off-center ball impact 
location (Lewis & Brown, 1994; de Rugy & Sternad, 
2003). The segmental motions of the arm and racket 
were calculated using Euler angles between the proxi-
mal and distal segment reference frames with a sagittal, 
frontal, and the transverse plane sequence of rotations. 
The neutral position of each segment was chosen to be 
the anatomical position of the thorax and arm. Raw angle 
data were smoothed by fitting quintic splines (Wood & 
Jennings, 1979). To avoid oversmoothing the impact, the 
raw racket and wrist angle data sets were divided into two 
subsets at the time of impact (with separate splines fitted 
to each subset)—one containing data before initial contact 
and the other data after initial contact, with each data set 
sharing a common point at initial ball racket contact.
A Cybex Norm isovelocity dynamometer was used 
to measure maximum voluntary joint torques around the 
shoulder, elbow, and wrist joints of the subject. Maximum 
voluntary isometric torques were measured for eight joint 
angles spanning the range of motion for each joint move-
ment. Isovelocity trials were collected at seven different 
angular velocities of the crank (50, 100, 150, 200, 250, 
300, and 350°/s) using a two-repetition concentric–eccen-
tric exercise protocol (King & Yeadon, 2002). Ninety-
five anthropometric measurements for calculating the 
segment inertia parameters were taken from the subject 
(Yeadon, 1990). In addition, 3-D surface bone meshes of 
the subject’s right arm (i.e., humerus, radius, and ulna) 
were generated from MRI using the Mimics software 
(Materialise UK, Sheffield, U.K.). The program MSC.
ADAMS was then used to calculate inertia parameters 
of the humerus, ulna, and radius using the geometry of 
the bones from MRI and bone densities based upon the 
literature (Clarys & Marfell-Jones, 1986; Pluim et al., 
2007). The inertia parameters of the wobbling masses 
were determined so that the combined system of bone 
and wobbling mass was inertially equivalent to the whole 
segment. The nonlinear stiffness coefficients for the wob-
bling masses were taken from a previous study (Glynn et 
al., 2007), and near-critical damping coefficients (Pain 
& Challis, 2001) were determined by simulating the 
movement of the wobbling masses when the arm was 
fixed in the anatomical position. The inertia and elastic 
parameters of the racket frame, viscoelastic parameters 
of the stringbed, and viscoelastic parameters of the tennis 
ball for normal and oblique impacts were taken from a 
previous study in which the same racket/ball was used 
(Glynn et al., 2007).
The torque generators at the joints consisted of a rota-
tional contractile component and an elastic component in 
series (King et al., 2006). The series elastic component 
torque was calculated as the product of an elastic compo-
nent angle and a stiffness parameter determined assuming 
5% stretch for a maximal isometric contraction (de Zee & 
Voigt, 2001). The maximum voluntary contractile com-
ponent torque (function of contractile angle and angular 
velocity) was obtained from a nine-parameter function. 
Seven of the nine parameters defined the maximum 
voluntary torque as a function of contractile component 
angular velocity (Yeadon et al., 2006) and the remaining 
two parameters were used to include the contractile angle 
dependence as a quadratic function of angle (King et al., 
Figure 2 — Elite subject and the tennis racket with retro-
reflective markers shown.
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2006). The torque parameters were determined by mini-
mizing the RMS difference between the nine-parameter 
function and measured torque values using the simulated 
annealing algorithm (Corana et al., 1987).
The torque exerted by each torque generator during 
a simulation was equal to the maximum voluntary torque 
multiplied by a torque activation level for that torque gen-
erator. The activation level was specified as a function of 
time and defined what proportion of maximum was exerted 
at a joint at a particular time, where 0 corresponds to no 
activation and 1 corresponds to full activation. Two profiles 
representing the activation of the flexor and extensor torque 
generators were defined using six activation parameters for 
each of them (Figure 3). The general extensor profile started 
with an initial preactivation level to represent the activation 
before the start of the simulation. During the swing, the 
activation level ramped up and reached a peak activation 
level before impact using a quintic function (Yeadon & 
Hiley, 2000). After impact, the activation level ramped 
down to zero. The general flexor profile started from an 
initial preactivation level and ramped down to a minimum 
level before impact using a quintic function. After impact, 
the activation level increased to 1 (full activation) during 
the backhand stroke. Of the 14 torque generators (seven 
pairs), shoulder adductor, shoulder internal rotator, elbow 
flexor, and pronator used the flexor profile, whereas exten-
sor profiles were used for the others. The activation profile 
type for each torque generator was selected by considering 
the joint motion as well as observed muscle activation in 
the literature (Chow et al., 1999). For the profiles of wrist 
extensors and flexors maximum activations were permitted 
before impact, as initial simulations showed that this was 
needed and it agreed with data in the literature.
The time histories of the gripping torque compo-
nents before impact were estimated using quintic func-
tions similar to the torque activation profiles described 
earlier. Each component of the gripping torque started 
with an initial torque level and either ramped up or down 
during the swing before impact. The upper bound for the 
gripping torques were estimated from previous studies 
(McLaughlin & Miller, 1980; Glynn et al., 2007) and 
the lower bounds were set to zero. During and after ball 
impact, the resistance of the racket motion within the 
hand was represented by three torsional spring dampers 
around the axes parallel to the principal axes of the racket 
at the grip (neutral position at ball impact).
The simulation model was evaluated by matching the 
center impact trial. To closely match the conditions at the 
time of ball impact, the complete backhand swing was 
divided into two phases: preimpact and impact onward. 
The preimpact phase was matched to obtain the values 
of the kinematic variables and the activation levels at the 
instant of ball-racket impact. The impact-onward simu-
lations started at impact using the conditions at impact 
obtained from the optimized preimpact simulation. A total 
of 74 parameters (62 torque activation and 12 grip activa-
tion parameters) were determined during the preimpact 
phase matching. Initially, the RMS difference between 
performance and simulation in terms of joint angles and 
racket angles was calculated for the whole preimpact 
period. Once a satisfactory match was obtained, the 
solution was refined by reoptimizing using the RMS dif-
ference over the last 50 ms of the preimpact phase to give 
a close match at the critical instant of ball impact. The 
50 ms impact-onward phase was then matched by vary-
ing the 40 parameters (28 torque activation and 12 grip 
parameters) to minimize the RMS difference between 
simulation and performance. The ball impact location 
in the initial matching simulation was then perturbed 
to be the same as that in the off-center trial and a single 
simulation (using the center trial matching parameters) 
was compared with the recorded off-center trial in terms 
of range of motion and movement characteristics for 
wrist flexion and racket rotation about its longitudinal 
axis. Considering the off-center impact simulation, upper 
bounds for the grip parameters were adjusted (reduced) 
to allow more racket rotation relative to the hand since 
the racket rotations in the simulation were found to be 
much lower than actual rotations. The impact-onward 
Figure 3 — (a) Torque activation profiles for extensors: le1 is 
the initial activation level, le2 is the maximum activation level, 
te1 is the start time of the ramping up from zero activation, de1 
is the duration of the ramping up, te2 is the start time of the 
ramping down to zero activation, and de2 is the duration of the 
ramping down. (b) Torque activation profiles for flexors: lf1 is 
the initial activation level, lf2 is the minimum activation level, 
tf1 is the start time of the ramping down from full activation, 
df1 is the duration of the ramping down, tf2 is the start time of 
the ramping up to full activation, and df2 is the duration of the 
ramping up.
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matching process was then repeated to give a solution 
that matched the center impact trial while also giving a 
realistic simulation when the ball impact location was 
perturbed to be off center.
Results
Measurements on the elite tennis player allowed subject-
specific inertia parameters (Table 1) and subject-specific 
torque parameters (Table 2, Figure 4) to be determined. 
The nonlinear stiffness coefficients for the springs attach-
ing the upper arm and forearm wobbling masses to the 
bones used were 0.02 N/mm3 and 0.03 N/mm3 (Glynn et 
al., 2007) with corresponding near-critical damping coef-
ficients of 0.085 N⋅s/mm and 0.11 N⋅s/mm, respectively.
The mean RMS difference between simulation and 
performance for all angles in the center impact trial over 
the last 50 ms before ball impact was 0.4° (Table 3) with 
an RMS difference of 0.7° at the instant of ball impact 
(Table 3, Figure 5).
Figure 4 — Subject-specific raw torque, angle, and angular 
velocity data, plus the corresponding surface fit for elbow 
flexion.
Figure 5 — A comparison of the performance (solid line) and 
matching simulation (dashed line) for the center impact trial. 
Ball impact is at time zero.
Table 1 Subject-specific segmental inertia parameters
Segment
Mass
(kg)
Center of Mass (CM) 
From Proximal Joint
(mm)
CM With Respect to 
Segment’s CM (mm) Ix
(kg⋅m2⋅10-3)
Iy
(kg⋅m2⋅10-3)
Iz
(kg⋅m2⋅10-3)dx (mm) dy (mm) dz (mm)
Upper Arm
Whole 2.16 126.1 0.0 0.0 0.0 16.9 16.9 2.58
Humerus 0.29 — –2.5 4.5 3.5 4.34 4.33 0.043
Wobbling 1.87 — 0.4 –0.7 –0.6 12.6 12.6 2.52
Forearm
Whole 1.52 124.4 0.0 0.0 0.0 10.2 10.1 1.21
Radius 0.11 — 16.8 –4.4 –46.4 0.779 0.776 0.0083
Ulna 0.11 — –4.9 –16.5 17.7 0.751 0.75 0.0083
Wobbling 1.30 — –1.0 1.8 2.4 8.33 8.25 1.12
Hand 0.40 70.2 0.0 0.0 0.0 0.968 0.792 0.232
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An overall RMS difference of 2.8° was obtained for 
the initial impact-onward matching of the center impact 
trial with all angle time histories matched satisfactorily. 
However, perturbing the ball impact location to the off-
center impact location resulted in unrealistic levels (up 
to 15° difference) of wrist flexion and racket rotation 
about its longitudinal axis between the values recorded 
for the off-center impact performance and the off-center 
simulation (Figure 6, Table 4).
Modifying the matching for the center impact trial 
with adjusted bounds for the grip parameters resulted in 
a good match with a RMS difference of 3.3° (Figure 5, 
Figure 7, Table 5, Table 6 and Table 7). In addition per-
turbing the ball impact location in the matching simula-
tion to be the same as the off-center trial gave realistic 
results (Figure 6, Table 4). In particular, maximum wrist 
flexion and the rotation of the racket around its longitudi-
nal axis improved to be within 4° of the values observed 
from the off-center impact performance (Table 4).
Discussion
The development and evaluation of a subject-specific, 
torque-driven 3-D simulation model has been described 
with the evaluation process demonstrating that the 
model has sufficient complexity, without being overly 
complex, to accurately simulate one-handed backhand 
Table 3 Difference between simulation and performance for the 
50-ms preimpact phase
Joint Movement
RMS
Difference
Deviation
at Impact
Shoulder Flexion/Extension 0.73° –1.74°
Shoulder Abduction/Adduction 0.46° 1.06°
Shoulder Internal/External Rotation 0.32° –0.50°
Elbow Flexion/Extension 0.20° –0.21°
Pronation/Supination 0.06° 0.18°
Wrist Flexion/Extension 0.15° 0.04°
Radial/Ulnar Deviation 0.23° 0.02°
Racket Rotation About Transverse Axis 0.22° –0.66°
Racket Rotation About Longitudinal Axis 0.76° –0.37°
Racket Rotation About Frontal Axis 0.11° –0.02°
 Overall RMS Difference Score 0.40° 0.71°
Table 4 Maximum wrist flexion and rotation 
of the racket about its longitudinal axis for 
the off-center impact performance, original 
matching, and modified matching
Variable Wrist Flexion Racket Rotation
Performance 13° 23°
Original Matching 22° 8°
Modified Matching 17° 23°
Figure 6 — Wrist flexion and longitudinal rotation of the 
racket for (a) the off-center performance and (b) simulation 
results from the center impact model perturbed to simulate off-
center impacts with initial matching (dashed line) and modified 
matching (solid line) parameters. Ball impact is at time zero.
Figure 7 — Computer graphics of the matching simulation 
over the period from racket–ball impact until the end of the 
simulation (10-ms time difference between images).
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but necessary, as this equates to the real-life situation 
where the player uses a preprogrammed technique and 
does not have time to react to an off-center impact and 
change technique until later than the first 50 ms after 
ball–racket impact.
The simulation model described has sufficient com-
plexity, without being overly complex, to address ques-
tions regarding the factors that contribute to increased 
levels of eccentric contraction of the wrist extensors 
during one-handed tennis backhand ground strokes. In 
particular, simulations can be run to isolate and investi-
gate the effect of ball impacts at a range of locations on 
the stringbed, the effect of varying levels of grip torque, 
the effect of different racket characteristics and stringbed 
tensions, and the effect of different player techniques. 
Areas in which the complexity of the model could have 
been increased but was not include the torque activation 
profiles: simple ramp on / ramp off profiles were used 
because these proved sufficient to match the performance 
trials satisfactorily. Increasing the complexity of the 
activation profiles may have improved the matching of 
the performance data toward the end of the 50-ms simu-
lation period, but because the most critical period for 
this study was around 25 ms after impact, this increase 
in complexity was deemed unnecessary. Furthermore, a 
realistic but not overly complex 3 rotational degree-of-
freedom grip representation has been used in this study, 
whereas Nesbit et al. (2006) assumed a rigid connection 
between the racket and hand and Glynn et al., (2007) 
used a 6 degree-of-freedom representation. The model 
evaluation carried out in this study suggested that a 3 
rotational degree-of-freedom joint was sufficient and 
showed that a rigid connection between hand and racket 
was unrealistic. This is consistent with the experimental 
studies on the coupling of the hand and racket in which 
it has been demonstrated that a rigid connection is not 
realistic (Brody, 1989; Hatze, 1992; Kawazoe, 1997; 
Knudson, 1997; Hennig, 2007).
Evaluating a simulation model before it is used is a 
crucial and vital part of the process, which is required so 
that confidence can be gained in the results obtained from 
simulations. In addition, this study has demonstrated that, 
wherever possible, consideration of the models response 
to perturbations should be accounted for within the 
evaluation process so that confidence can be obtained in 
the results obtained. In particular, although good agree-
ment was found between the center impact performance 
and the initial matching simulation, when the location 
of ball impact was perturbed to an off-center location, 
the resulting simulation demonstrated much larger wrist 
flexion and relatively little rotation of the racket within 
the hand after impact when compared with the equiva-
lent off-center trial. This initially unrealistic off-center 
simulation was due to the torsional grip tightness param-
eters being too high and not allowing sufficient relative 
rotation of the racket within the hand. Perturbing grip 
tightness demonstrated that the center-impact simulation 
was not particularly sensitive to the grip parameters, as 
there is little tendency for the racket to rotate around its 
Table 5 Outbound ball velocity and contact 
period for the performance and the modified 
matching simulation
Variable Performance Simulation
vhorizontal (m/s) 30.9 27.1
vvertical (m/s) 6.2 6.2
Contact Period (ms) 4.0 4.1
Table 6 Difference between simulation and 
performance for the impact-onward  
phase (50 ms)
Joint Movement
RMS
Difference
Shoulder Flexion/Extension 5.96°
Shoulder Abduction/Adduction 1.50°
Shoulder Internal/External Rotation 0.87°
Elbow Flexion/Extension 1.66°
Pronation/Supination 3.30°
Wrist Flexion/Extension 1.74°
Radial/Ulnar Deviation 3.94°
Racket Rotation About Transverse Axis 3.86°
Racket Rotation About Longitudinal Axis 2.41°
Racket Rotation About Frontal Axis 3.89°
 Overall RMS Difference Score 3.26°
Table 7 The viscoelastic grip parameters 
used for the initial and modified matching 
simulations
Grip Parameter Initial Modified
k1 82.52 15.87
k2 348.18 13.19
k3 44.05 4.68
c1 3.25 0.86
c2 1.50 13.57
c3 4.53 0.25
Note. Grip torque component: T k c
i i i i i i
= − −   , where i = 1, 2, 
3 corresponds to the longitudinal, frontal, and transverse axes of the 
tennis racket respectively, θi = the racket angle relative to the position 
at impact, ki and ci = the stiffness (N⋅m/rad) and damping (N⋅m⋅s/rad2) 
coefficients respectively.
ground strokes from an elite tennis player. The model 
was evaluated by matching a recorded center impact 
one-handed backhand stroke with the resulting matching 
simulation giving a good match to both a center impact 
trial and an off-center impact trial (Tables 5 and 6, and 
Figure 7). Requiring the center impact matching simula-
tion to behave realistically when the ball impact location 
was perturbed to an off-center location was challenging 
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longitudinal axis when the ball contacts the center of 
the stringbed. As a consequence, the initial matching 
optimization failed to give realistically low grip tight-
ness parameters, as there was little information in the 
performance data of the center impact to help quantify 
them (Table 7). Generally, using a matching process to 
determine some model parameters will give good esti-
mates for those parameters that have a marked effect on 
the RMS difference score but give less good estimates 
for those parameters that the activity modeled is less 
sensitive to. The evaluation process has demonstrated the 
relationship between grip tightness / ball impact location 
and the motion of the racket/arm after impact for an elite 
subject with the results consistent with experimental 
studies (Hatze, 1976; Hennig et al., 1992). In particular, 
forced wrist flexion linked to off-center impacts observed 
under experimental conditions (Knudson & Blackwell, 
1997; Riek et al., 1999) was found to be related to grip 
tightness, with a tighter grip resulting in more forced 
wrist flexion and less rotation of the racket within the 
hand compared with a looser grip.
Although the model has been successfully evaluated 
for a single subject and is in line with the evaluations 
of previously developed simulation models (Yeadon & 
King, 2002; King et al., 2006), it would be advantageous 
to evaluate the model for additional subjects in the future. 
For example, investigating the effects of major changes 
such as the type of stroke (topspin vs. backspin) or 
experience level (elite vs. novice), it would be prudent 
to reevaluate the model and obtain new matching simu-
lations as the dynamics of the stroke and conditions at 
impact would be considerably different. In addition, the 
model could be used to help understand the large vari-
ability in postimpact kinematics and kinetics that have 
been observed in experimental studies, along with further 
work incorporating variability in strength, and the skill 
level of different subjects within the model.
The main advantage of the model developed in this 
study over previous simulations of tennis strokes (e.g., 
Nesbit et al. (2006) and Glynn et al. (2007)) is that the 
simulation model is torque driven. As a consequence, 
the model can be used to address a wider range of ques-
tions and simulate a range of shots and conditions, rather 
than be limited essentially to movements that have been 
recorded. For example, the model can be used to inves-
tigate the effect of racket parameters, technique and ball 
impact location on the motion of the racket arm / racket 
during a tennis stroke. These sorts of investigations 
cannot be fully addressed using angle-driven models, as 
the technique is fixed to that of actual performances, and, 
in addition, they are difficult to carry out experimentally 
since it is not possible to vary a single factor without other 
factors changing as well (Yeadon & Challis, 1994). In 
the future, the simulation model presented in this study 
could be adapted so that it is muscle driven. This would 
be a nontrivial step that requires many more parameters 
to be determined and as a consequence it would be much 
harder to produce a subject-specific model that can be 
evaluated by comparison with actual performances. 
Furthermore, the interface between the racket and hand 
could be examined in more detail and this might allow a 
more in-depth analysis into the effect of grip torque on 
key injury-related variables.
A torque-driven forward dynamics simulation 
model has been developed and shown to give realistic 
simulations for center and off-center one-handed tennis 
backhand strokes. The model can be used to simulate 
ball impacts at a range of locations on the stringbed as 
well as to investigate the effect of perturbations of other 
model variables on the levels of eccentric contraction of 
the wrist extensors during one-handed tennis backhand 
ground strokes. Grip tightness and ball impact location 
are clearly important parameters that affect tennis racket / 
arm kinematics and these should be investigated further to 
understand the interaction between racket and arm during 
tennis strokes with particular reference to the levels of 
eccentric contraction of the wrist extensors.
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